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1 Background 

This is a Level 2 Strategic Flood Risk Assessment (SFRA) site screening report for Local 
Plan Site 421. The content of this report assumes the reader has already consulted the 
'Bolton Level 1 SFRA' (2026) and read the 'Bolton Level 2 SFRA Main Report' (2026) and is 
therefore familiar with the terminology used in this report. 

1.1 Site 421 

 Location: Leigh Tenement Farm #1 
 Existing site use: Mixed use 
 Existing site use vulnerability: More vulnerable 
 Proposed site use: Mixed use 
 Proposed site use vulnerability: More vulnerable 
 Site area (ha): 4.82 
 Watercourse: N/A 
 Environment Agency (EA) model: N/A 
 Summary of requirements from Level 2 SFRA scoping stage: 

o Assessment of surface water flood extent, depths and hazards 
o Assessment of all other sources of flood risk 
o Assessment of flood risk management measures and natural flood 

management 
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Figure 1-1: Existing site location boundary 
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Figure 1-2: Topography  
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2 Flood risk from rivers 

2.1 Existing risk 

2.1.1 Flood Map for Planning and functional floodplain 

Based on the EA's Flood Map for Planning (June 2026) and Flood Zone 3b (functional 
floodplain), as updated through the Bolton Level 1 SFRA, the percentage areas of the site 
within the flood zones are stated in Table 2-1 and can be viewed on Figure 2-1. This 
version of the Flood Map for Planning does not consider flood defence infrastructure 
(Section 2.4). 

The entire site is located within Flood Zone 1 and therefore at low risk of flooding from 
rivers. 

Table 2-1: Existing flood risk based on percentage area of site at risk 

Flood Zone 1 (% 
area) 

Flood Zone 2 (% 
area) 

Flood Zone 3a (% 
area) 

Flood Zone 3b (% 
area) 

100 0 0 0 
 

 

Figure 2-1: Existing risk 
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2.2 Impacts from climate change 

2.2.1 Flood Map for Planning - climate change 

The site is not likely to be at fluvial risk when considering climate change, based on the 
EA's Flood Map for Planning - Flood Zones plus Climate Change dataset. 

2.3 Historic flood incidents 

The EA's Historic Flood Map (HFM) and Recorded Flood Outlines (RFO) datasets have 
been considered. There are no recorded historic flood events within the vicinity of the site, 
according to these datasets.  

The LLFA provided its historic floods register. There have been 10 recorded flooding 
incidents within the Horwich South & Blackrod Ward within which the site is located.  

2.4 Flood risk management 

2.4.1 Flood defences 

The site does not benefit from any formal engineered flood defences, according to the EA's 
spatial flood defences dataset. 

2.4.2 Working with Natural Processes 

The EA's Working with Natural Processes (WwNP) dataset has been interrogated to identify 
opportunities for Natural Flood Management (NFM) to reduce flood risk to the site and 
surrounding areas. There are no opportunities that could benefit the site. 

2.5 Emergency planning 

2.5.1 Flood warning 

The EA operates a Flood Warning Service for properties located within a Flood Warning 
Area (FWA) for when a flood event is expected to occur. The site is not located within a 
FWA. 

Flood alerts may be issued before a flood warning for properties located within a Flood Alert 
Area (FAA) to provide advance notice of the possibility of flooding. A flood alert may be 
issued when there is less confidence that flooding will occur in a FWA. The site is not 
located within a FAA. 

2.5.2 Access and escape routes 

Based on available information on fluvial flooding, safe access and escape routes would 
likely be achievable via Blackrod Bypass Road to the southwest or Station Road to the 
north of the site (Figure 2-2).  
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Figure 2-2: Potential access and escape routes 

2.6 Observations, mitigation options, site suitability, sequential approach to 
development management - fluvial 

 Observations: 

o The site is wholly located within Flood Zone 1 and therefore at low risk from 
rivers. 

o The site is not shown to be at additional risk from climate change. 

 Access and escape: 

o Safe access and escape routes would likely be achievable via Blackrod 
Bypass Road to the west or Station Road to the north of the site. 

  

T

T
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3 Flood risk from surface water 

3.1 Existing risk 

3.1.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 
Present Day 

Based on the EA's national scale Flood Map for Planning - Surface Water Spatial Planning 
Extents Present Day map (June 2026), the majority of the site is situated outside of the 
0.1% AEP surface water flood extent (Table 3-1). Areas of ponding are present adjacent to 
the northeastern site boundary and within the western side of the site during the 3.3% AEP 
event. In the 0.1% AEP event additional areas of ponding form in the northern site corner 
as well as within the southern half of the site. Ponding appears to be constrained by 
existing development (Figure 3-1).  

Greatest flood depths within the site in the 1% AEP are shown to be between 0.3 and 0.6m 
within the two areas of ponding at the northern side of the site (Figure 3-2). Safe access 
and escape routes would likely remain achievable via the Blackrod Bypass Road to the 
west or Station Road to the north of the site, given the shallow depths of flooding along 
these routes.  

Table 3-1: Existing surface water flood risk based on percentage area at risk using the 
Flood Map for Planning - Surface Water Spatial Planning Extent Present Day map 

Less than 0.1% AEP 
event (% area) 

0.1% AEP event 
(% area) 

1% AEP event (% 
area) 

3.3% AEP event 
(% area) 

94 4 1 1 
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Figure 3-1: Flood Map for Planning - Surface Water Spatial Planning Extents Present Day 
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Figure 3-2: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Present 
Day for the 1% AEP event 

3.1.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning data does not include hazard information suitable for planning purposes. 
Therefore, this Level 2 SFRA considers the third generation Risk of Flooding from Surface 
Water (RoFSW) hazard mapping in addition to the Flood Map for Planning - Surface Water 
Spatial Planning extents and depths, as the best available information. Updated surface 
water hazard information would need to be confirmed at the site-specific FRA stage. 

Based on the EA's national scale third generation RoFSW map, the greatest flood hazard 
within the site in the 1% AEP surface water event is categorised as 'low' within the northern 
part of the site and very low across much of the site (Figure 3-3).  

There are some differences between the Flood Map for Planning - Surface Water Spatial 
Planning map and the third generation RoFSW hazard mapping. The Flood Map for 
Planning - Surface Water Spatial Planning data does not map flooding less than 0.075m 
(7.5cm) in depth. Therefore, where the map may show no flooding, there may be shallow 
flooding up to a depth of 0.075m. In contrast, the third generation RoFSW does not map 
flooding with a hazard rating of less than 0.575. This could explain the differences observed 
between the Flood Map for Planning and third generation RoFSW maps. 
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Figure 3-3: Third generation - Risk of Flooding from Surface Water map present day 1% 
AEP event surface water flood hazard1 

3.2 Impacts from climate change 

3.2.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 
Climate Change  

The EA's climate change allowance guidance states that SFRA's should assess the upper 
end peak rainfall allowance for the 2070s epoch. This dataset is included in the EA's 
national scale Flood Map for Planning - Surface Water Spatial Planning Climate Change 
dataset (June 2026). The peak rainfall intensity allowances for the Douglas management 
catchment are shown in Table 3-2. The allowance for the 0.1% AEP event is not stated in 
the EA guidance. 

  

 
1 Based on Section 7.5 Hazard rating. What is the Risk of Flooding from Surface Water 
map? Report version 2.0. April 2019. Environment Agency 



 

RLW-JBA-XX-XX-RP-EN-0026-S3-P03-421  15 

Table 3-2: Peak rainfall intensity allowances for the Douglas management catchment 

Return period Central allowance 2070s (% 
increase) 

Upper end allowance 2070s 
(% increase) 

3.3% AEP 30 40 

1% AEP 35 45 

 

Figure 3-4 shows the surface water flood extents for the 2070s upper end climate change 
scenario. Surface water risk increases across the site when considering climate change, 
with areas of ponding expanding, particularly during the 1% and 0.1% AEP event. A short 
flow path forms across the northern site boundary onto the other side of Station Road 
during the 0.1% AEP plus climate change event. The flow path along Blackrod Bypass 
Road west of the site also expands when considering climate change. 

The greatest flood depths onsite in the 1% AEP event modelled to remain between 0.3 and 
0.6m (Figure 3-5). Safe access and escape routes would likely remain achievable via the 
Blackrod Bypass Road to the west or Station Road to the north of the site, given that flood 
depths on the road remain shallow.  

 

Figure 3-4: Flood Map for Planning - Surface Water Spatial Planning Extents Climate 
Change (2070s Upper End) 
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Figure 3-5: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Climate 
Change for the 1% AEP event (2070s Upper End) 

3.2.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning climate change data does not include hazard information suitable for planning 
purposes. This Level 2 SFRA therefore considers the 0.1% AEP surface water event as a 
conservative proxy for the 1% AEP event plus climate change, as the best available 
information to assess surface water flood hazards. The impact of climate change on surface 
water flood hazards should be considered at the site-specific FRA stage. 

Using the RoFSW 0.1% AEP event as a proxy, future surface water flood hazard in the 
RoFSW 1% AEP event is predicted to increase to be classified as 'significant' in the 
western side of the site. Elsewhere, flooding is largely classified as 'low' to 'moderate' 
hazard (Figure 3-6). 
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Figure 3-6: 0.1% AEP event surface water flood hazard1, as a proxy for the 1% AEP event 
plus climate change (Third generation - Risk of Flooding from Surface Water map) 

3.3 Sewer flood risk 

United Utilities provided their historic risk registers which were aggregated by ward. There 
are no recorded sewer flooding incidents within the immediate vicinity of the site. There 
have been 18 recorded flooding incidents in the Horwich South & Blackrod Ward within 
which the site is located. 

3.4 Observations, mitigation options, site suitability, sequential approach to 
development management - surface water 

 The majority of the site is situated outside of the 0.1% AEP surface water flood 
extent, however there are areas of surface water ponding within across parts of 
the site. The areas shown to be at risk in the 3.3% AEP and 1% AEP events 
would ideally remain as open greenspace for flood mitigation. 

 Risk to the site is shown to increase in extent when considering the impact of 
climate change, with existing areas of ponding expanding and a flow path forming 
across the northern site boundary in the 0.1% AEP event, when considering 
climate change.  
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 Topographic low spots and flow paths should be considered in site design and 
ideally left in place to flood naturally when required, including for the ordinary 
watercourses within the site. 

 Any drainage strategy must ensure there is no increase in surface water flood 
risk elsewhere as a result of new development. Greenfield runoff rates or 
betterment should apply. The developer should consult the LLFA and follow local 
and National SuDS guidance. 

 Safe access and escape routes would likely be achievable via Blackrod Bypass 
Road, to the west of the site, in all events. 
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4 Groundwater, geology and SuDS suitability 

Risk of groundwater emergence is assessed in this SFRA using JBA's 5m Groundwater 
Emergence Map. Figure 4-1 shows the map covering the site and the surrounding areas. 
Table 4-1 explains the risk classifications.  

The majority of the site is within an area where there is no risk of groundwater emergence. 
Infiltration SuDS may therefore be suitable across most of the site. The southeastern side 
of the site is within an area where there is a risk of groundwater flooding to both surface 
and subsurface assets.  

 

Figure 4-1: JBA 5m Groundwater Emergence Map 
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Table 4-1: Groundwater Hazard Classification 

Groundwater 
head difference 
(m)*  

Class label  

0 to 0.025  Groundwater levels are either at very near (within 0.025m of) the 
ground surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to both 
surface and subsurface assets. Groundwater may emerge at 
significant rates and has the capacity to flow overland and/or pond 
within any topographic low spots.  

0.025 to 0.5  Groundwater levels are between 0.025m and 0.5m below the ground 
surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to surface 
and subsurface assets. There is the possibility of groundwater 
emerging at the surface locally.  

0.5 to 5  Groundwater levels are between 0.5m and 5m below the ground 
surface in the 100-year return period flood event  
There is a risk of flooding to subsurface assets, but surface 
manifestation of groundwater is unlikely.  

>5  Groundwater levels are at least 5m below the ground surface in the 
100-year return period flood event.  
Flooding from groundwater is not likely.  

N/A  No risk.  
This zone is deemed as having a negligible risk from groundwater 
flooding due to the nature of the local geological deposits.  

*Difference is defined as ground surface in mAOD minus modelled groundwater table in 
mAOD. 

 

The underlying bedrock within the site is a combination of mudstone, siltstone, sandstone, 
coal, ironstone and ferricrete (Figure 4-2). Mudstone, siltstone, coal, ironstone and ferricrete 
typically have low permeability, whereas sandstone has a higher permeability. Therefore, it 
is likely that the bedrock beneath the site will contribute to lower levels of infiltration and 
lower water tables. 
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Figure 4-2: BGS Geology - Bedrock and superficial deposits 
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5 Residual risk 

Although a site may be afforded some protection from defences and / or drainage 
infrastructure, there is always a residual risk of flooding from asset failure i.e. defence 
breaches, or blockages of culverts or drainage assets.  

There does not appear to be any residual risk to the site from asset blockage or defence 
breach. 

5.1 Flood risk from reservoirs 

The EA's Reservoir Flood Maps (RFM) (2021) show where water may go in the unlikely 
event of a reservoir or dam failure. The RFM shows that there is no modelled risk to the site 
as a result of a reservoir breach. 
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6 Overall site assessment 

6.1 Can part b) of the exception test be passed? 

This site is not required to pass part b) of the exception test, as it is not located within Flood 
Zone 3a, however it must still be proven that the development can be safe for its lifetime, 
which is generally considered to be 100 years for residential development and 75 years for 
non-residential development. 

6.2 Recommendations and site-specific FRA requirements 

Based on the evidence presented in the Level 1 SFRA (2026) and this Level 2 SFRA: 

 It should be appropriate to develop this site for more vulnerable purposes given 
its location within Flood Zone 1. The areas within the 3.3% AEP and 1% AEP 
surface water events, including for climate change, should remain as open 
greenspace for flood mitigation which would require design. 

 A drainage strategy will be required at the planning application stage for any new 
development. This should demonstrate that there will be no increase in surface 
water flood risk offsite as a result of new development. 

 FRA should be carried out in line with the latest versions of the NPPF; FRCC-
PPG; EA online guidance; the Bolton Local Plan, and national and local SuDS 
policy and guidelines. 

 Throughout the FRA process, consultation should be carried out with, where 
applicable, the local planning authority; the lead local flood authority; emergency 
planning officers; the Environment Agency; United Utilities; the highways 
authorities; and the emergency services. 
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1 Background 

This is a Level 2 Strategic Flood Risk Assessment (SFRA) site screening report for Local 
Plan Site 490. The content of this report assumes the reader has already consulted the 
'Bolton Level 1 SFRA' (2026) and read the 'Bolton Level 2 SFRA Main Report' (2026) and is 
therefore familiar with the terminology used in this report. 

1.1 Site 490 

 Location: Greenroyd Avenue, Nos. 28 - 30 
 Existing site use: Commercial 
 Existing site use vulnerability: Less vulnerable 
 Proposed site use: Housing 
 Proposed site use vulnerability: More vulnerable 
 Site area (ha): 0.04 
 Watercourse: N/A 
 Environment Agency (EA) model: N/A 
 Summary of requirements from Level 2 SFRA scoping stage: 

o Assessment of surface water flood extent, depths and hazards 
o Assessment of all other sources of flood risk 
o Assessment of flood risk management measures and natural flood 

management 
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Figure 1-1: Existing site location boundary 
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Figure 1-2: Topography  
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2 Flood risk from rivers 

2.1 Existing risk 

2.1.1 Flood Map for Planning and functional floodplain 

Based on the EA's Flood Map for Planning (June 2026) and Flood Zone 3b (functional 
floodplain), as updated through the Bolton Level 1 SFRA, the percentage areas of each site 
within the flood zones are stated in Table 2-1 and can be viewed on Figure 2-1. This 
version of the Flood Map for Planning does not consider flood defence infrastructure 
(Section 2.4).  

The entire site is within Flood Zone 1 and therefore at low risk of flooding from rivers. 

Table 2-1: Existing flood risk based on percentage area of site at risk 

Flood Zone 1 (% 
area) 

Flood Zone 2 (% 
area) 

Flood Zone 3a (% 
area) 

Flood Zone 3b (% 
area) 

100 0 0 0 
 

 

Figure 2-1: Existing risk 
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2.2 Impacts from climate change 

2.2.1 Flood Map for Planning - climate change 

The site is not likely to be at fluvial risk when considering climate change, based on the 
EA's Flood Map for Planning - Flood Zones plus Climate Change dataset. 

2.3 Historic flood incidents 

The EA's Historic Flood Map (HFM) and Recorded Flood Outlines (RFO) datasets have 
been considered. There are no recorded historic flood events within the vicinity of the site, 
according to these datasets.  

The LLFA provided its historic floods register. There have been five recorded flooding 
incidents within the Breightmet Ward within which the site is located.  

2.4 Flood risk management 

2.4.1 Flood defences 

The site does not benefit from any formal engineered flood defences, according to the EA's 
spatial flood defences dataset. 

2.4.2 Working with Natural Processes 

The EA's Working with Natural Processes (WwNP) dataset has been interrogated to identify 
opportunities for Natural Flood Management (NFM) to reduce flood risk to the site and 
surrounding areas. There are no opportunities that could benefit the site. 

2.5 Emergency planning 

2.5.1 Flood warning 

The EA operates a Flood Warning Service for properties located within a Flood Warning 
Area (FWA) for when a flood event is expected to occur. The site is not located within a 
FWA. 

Flood alerts may be issued before a flood warning for properties located within a Flood Alert 
Area (FAA) to provide advance notice of the possibility of flooding. A flood alert may be 
issued when there is less confidence that flooding will occur in a FWA. The site is not 
located within a FAA. 

2.5.2 Access and escape routes 

Based on available information on fluvial flooding, safe access and escape routes would 
likely be available via Greenroyd Avenue to the northeast of the site (Figure 2-2). 
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Figure 2-2: Potential access and escape routes 

2.6 Observations, mitigation options, site suitability, sequential approach to 
development management - fluvial 

 Observations: 

o The proposed development of the site would see a change in the risk 
classification from less vulnerable to more vulnerable, according to the NPPF. 

o Given the change in use and therefore vulnerability of the site, the LPA must 
consider whether the change of use is acceptable and whether the 
development can be designed to be safe, including for adequate emergency 
planning provision, accounting for the information provided in this Level 2 
SFRA (para 014 FRCC-PPG). 

o The site is wholly located within Flood Zone 1 and therefore at low risk from 
rivers. 

o The site is not shown to be at additional risk from climate change. 

 Access and escape:  

o Safe access and escape routes would likely be achievable via Greenroyd 
Avenue to the northeast of the site. 

  

T
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3 Flood risk from surface water 

3.1 Existing risk 

3.1.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 
Present Day 

Based on the EA's national scale Flood Map for Planning - Surface Water Spatial Planning 
Extents Present Day map (June 2026), the majority of the site is situated outside of the 
0.1% AEP surface water flood extent (Table 3-1). There are some small areas of ponding in 
the 0.1% AEP event within the north of the site. 

Greatest flood depths within the site in the 0.1% AEP event are shown to be shallow, at 
between 0.15 and 0.3 m (Figure 3-2). Safe access and escape routes would likely be 
achievable via Greenroyd Avenue to the northeast of the site in all events. 

Table 3-1: Existing surface water flood risk based on percentage area at risk using the 
Flood Map for Planning - Surface Water Spatial Planning Extent Present Day map 

Less than 0.1% AEP 
event (% area) 

0.1% AEP event 
(% area) 

1% AEP event (% 
area) 

3.3% AEP event 
(% area) 

81 20 0 0 
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Figure 3-1: Flood Map for Planning - Surface Water Spatial Planning Extents Present Day 

 

Figure 3-2: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Present 
Day for the 0.1% AEP event 

3.1.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning data does not include hazard information suitable for planning purposes. 
Therefore, this Level 2 SFRA considers the third generation Risk of Flooding from Surface 
Water (RoFSW) hazard mapping in addition to the Flood Map for Planning - Surface Water 
Spatial Planning extents and depths, as the best available information. Updated surface 
water hazard information should be confirmed at the site-specific FRA stage. 

Based on the EA's national scale third generation RoFSW map, there is no flood hazard 
within the site in the 0.1% AEP surface water event. There are therefore clear differences 
between the Flood Map for Planning - Surface Water Spatial Planning Depths Present Day 
map and the third generation RoFSW hazard mapping. The Flood Map for Planning - 
Surface Water Spatial Planning Depths Present Day data does not map flooding less than 
0.075m (7.5cm) in depth. Therefore, where the map may show no flooding, there may be 
shallow flooding up to a depth of 0.075m. In contrast, the third generation RoFSW does not 
map flooding with a hazard rating of less than 0.575. This could explain the differences 
observed between the Flood Map for Planning and third generation RoFSW maps. 
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3.2 Impacts from climate change 

3.2.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 

The EA's climate change allowance guidance states that SFRA's should assess the upper 
end peak rainfall allowance for the 2070s epoch. This dataset is now included in the EA's 
national scale Flood Map for Planning - Surface Water Spatial Planning Climate Change 
dataset (May 2026). The peak rainfall intensity allowances for the Irwell management 
catchment are shown in Table 3-2. The allowance for the 0.1% AEP event is not stated in 
the EA guidance. 

Table 3-2: Peak rainfall intensity allowances for the Irwell management catchment 

Return period Central allowance 2070s (% 
increase) 

Upper end allowance 2070s 
(% increase) 

3.3% AEP 30 40 

1% AEP 30 45 

 

Figure 3-3 shows the surface water flood extents for the 2070s upper end climate change 
scenario. Surface water risk increases significantly across the site when considering climate 
change, however only in the 0.1% AEP event.  

The greatest flood depths onsite in the 0.1% AEP event are shown to remain at between 
0.15 and 0.3 m (Figure 3-4). Across the majority of the site depths are not shown to exceed 
0.15 m. Safe access and escape routes would likely remain achievable via Greenroyd 
Avenue to the northeast of the site. 
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Figure 3-3: Flood Map for Planning - Surface Water Spatial Planning Extents Climate 
Change (2070s Upper End) 
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Figure 3-4: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Climate 
Change for the 0.1% AEP event (2070s Upper End) 

3.2.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning Climate Change data does not include hazard information suitable for planning 
purposes. This Level 2 SFRA therefore considers the RoFSW low risk surface water event 
as a conservative proxy for the RoFSW medium risk event plus climate change, as the best 
available information to assess surface water flood hazards. The impact of climate change 
on surface water flood hazards should be considered at the site-specific FRA stage. 

As documented in Section 3.1.2, there is no flood hazard within the site in the 0.1% AEP 
surface water event. 

3.3 Sewer flood risk 

United Utilities provided their historic risk registers which were aggregated by ward. There 
are no recorded sewer flooding incidents within the immediate vicinity of the site. There 
have been 12 recorded flooding incidents within the Breightmet Ward within which the site 
is located. 
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3.4 Observations, mitigation options, site suitability, sequential approach to 
development management - surface water 

 Surface water risk to the site is confined to areas of shallow ponding within the 
north of the site in the 0.1% AEP event. There is no mapped surface water risk in 
the 3.3% AEP or 1% AEP events. 

 Although depths are shallow in the 0.1% AEP event, it may be challenging to 
manage surface water risk onsite given the site is small. 

 Risk is shown to increase in extent across the site in the 0.1% AEP event when 
considering climate change, however depths are shown to rarely exceed 0.15 m. 

 Any drainage strategy must ensure there is no increase in surface water flood 
risk elsewhere as a result of new development. Brownfield runoff rates or 
betterment should apply. The developer should consult the LLFA and follow local 
and National SuDS guidance. 

 Assessment of the current drainage system in place should be carried out to 
ascertain any current capacity issues and whether the current system could 
accommodate the proposed residential development or whether further capacity 
will be required.   

 Safe access and escape routes would likely be achievable via Greenroyd Avenue 
to the northeast of the site. 
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4 Groundwater, geology and SuDS suitability 

Risk of groundwater emergence is assessed in this SFRA using JBA's 5m Groundwater 
Emergence Map. Figure 4-1 shows the map covering the site and the surrounding areas. 
Table 5-1 explains the risk classifications.  

The majority of the site is within an area where there is no risk of groundwater emergence. 
Infiltration SuDS may therefore be suitable. 

 

Figure 4-1: JBA 5m Groundwater Emergence Map 
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Table 4-1: Groundwater Hazard Classification 

Groundwater 
head difference 
(m)*  

Class label  

0 to 0.025  Groundwater levels are either at very near (within 0.025m of) the 
ground surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to both 
surface and subsurface assets. Groundwater may emerge at 
significant rates and has the capacity to flow overland and/or pond 
within any topographic low spots.  

0.025 to 0.5  Groundwater levels are between 0.025m and 0.5m below the ground 
surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to surface 
and subsurface assets. There is the possibility of groundwater 
emerging at the surface locally.  

0.5 to 5  Groundwater levels are between 0.5m and 5m below the ground 
surface in the 100-year return period flood event  
There is a risk of flooding to subsurface assets, but surface 
manifestation of groundwater is unlikely.  

>5  Groundwater levels are at least 5m below the ground surface in the 
100-year return period flood event.  
Flooding from groundwater is not likely.  

N/A  No risk.  
This zone is deemed as having a negligible risk from groundwater 
flooding due to the nature of the local geological deposits.  

*Difference is defined as ground surface in mAOD minus modelled groundwater table in 
mAOD. 

 

The underlying bedrock within the site is a combination of mudstone, siltstone, sandstone, 
coal, ironstone and ferricrete (Figure 4-2). Mudstone, siltstone, coal, ironstone and ferricrete 
typically have low permeability, whereas sandstone has a higher permeability. Therefore, it 
is likely that the bedrock beneath the site will contribute to lower levels of infiltration and 
lower water tables. This is reflected in the groundwater emergence mapping showing a 
lower risk of groundwater emergence (Figure 4-1). 
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Figure 4-2: BGS Geology - Bedrock and superficial deposits 
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5 Residual risk 

Although a site may be afforded some protection from defences and / or drainage 
infrastructure, there is always a residual risk of flooding from asset failure i.e. defence 
breaches, or blockages of culverts or drainage assets.  

There does not appear to be any residual risk to the site from asset blockage or defence 
breach. 

5.1 Flood risk from reservoirs 

The EA's Reservoir Flood Maps (RFM) (2021) show where water may go in the unlikely 
event of a reservoir or dam failure. The RFM shows that there is no modelled risk to the site 
as a result of a reservoir breach. 
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6 Overall site assessment 

6.1 Can part b) of the exception test be passed? 

The site is not required to pass part b) of the exception test, as it is not located within Flood 
Zone 3a. However, it must be proven that the development can be safe for their lifetime, 
which is generally considered to be 100 years for residential development. 

6.2 Recommendations and site-specific FRA requirements 

Based on the evidence presented in the Level 1 SFRA (2026) and this Level 2 SFRA: 

 The proposed development of the site would see a change in the risk 
classification from less vulnerable to more vulnerable, according to the NPPF. 

 It should be appropriate to develop the site for more vulnerable purposes given 
their location largely within Flood Zone 1. 

 However, although depths are shallow in the 0.1% AEP event, it may be 
challenging to manage surface water risk onsite given the site is small. This 
should be confirmed through the site-specific FRA. 

 Were development to be considered, a detailed drainage strategy will be required 
for any new development to ensure there is no increase in surface water flood 
risk elsewhere as a result of new development.  

 FRA should be carried out in line with the latest versions of the NPPF; FRCC-
PPG; EA online guidance; the Bolton Local Plan, and national and local SuDS 
policy and guidelines. 

 Throughout the FRA process, consultation should be carried out with, where 
applicable, the local planning authority; the lead local flood authority; emergency 
planning officers; the Environment Agency; United Utilities; the highways 
authorities; and the emergency services. 
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7 Licencing 
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1 Background 

This is a Level 2 Strategic Flood Risk Assessment (SFRA) site screening report for Local 
Plan Site 515. The content of this report assumes the reader has already consulted the 
'Bolton Level 1 SFRA' (2026) and read the 'Bolton Level 2 SFRA Main Report' (2026) and is 
therefore familiar with the terminology used in this report. 

1.1 Site 515 

 Location: Dover Street 
 Existing site use: Pub / open space  
 Existing site use vulnerability: Less vulnerable 
 Proposed site use: Housing 
 Proposed site use vulnerability: More vulnerable 
 Site area (ha): 0.2 
 Watercourse: N/A 
 Environment Agency (EA) model: N/A 
 Summary of requirements from Level 2 SFRA scoping stage: 

o Assessment of surface water flood extent, depths and hazards 
o Assessment of all other sources of flood risk 
o Assessment of flood risk management measures and natural flood 

management 
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Figure 1-1: Existing site location boundary 
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Figure 1-2: Topography  
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2 Flood risk from rivers 

2.1 Existing risk 

2.1.1 Flood Map for Planning and functional floodplain 

Based on the Environment Agency's (EA) Flood Map for Planning (June 2026) and Flood 
Zone 3b (functional floodplain), as updated through the Bolton Level 1 SFRA, the 
percentage areas of the site within the flood zones are stated in Table 2-1 and can be 
viewed on Figure 2-1. This version of the Flood Map for Planning does not consider flood 
defence infrastructure (Section 2.4).  

The entire site is located within Flood Zone 1 and therefore at low risk of flooding from 
rivers. 

Table 2-1: Existing flood risk based on percentage area of site at risk 

Flood Zone 1 (% 
area) 

Flood Zone 2 (% 
area) 

Flood Zone 3a (% 
area) 

Flood Zone 3b (% 
area) 

100 0 0 0 
 

 

Figure 2-1: Existing risk 
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2.2 Impacts from climate change 

2.2.1 Flood Map for Planning - climate change 

The site is not likely to be at fluvial risk when considering climate change, based on the 
EA's Flood Map for Planning - Flood Zones plus Climate Change dataset. 

2.3 Historic flood incidents 

The EA's Historic Flood Map (HFM) and Recorded Flood Outlines (RFO) datasets have 
been considered. There are no recorded historic flood events within the vicinity of the site, 
according to these datasets.  

The LLFA provided its historic floods register. There have been four recorded flooding 
incidents within the Farnworth North Ward within which the site is located.  

2.4 Flood risk management 

2.4.1 Flood defences 

The site does not benefit from any formal engineered flood defences, according to the EA's 
spatial flood defences dataset. 

2.4.2 Working with Natural Processes 

The EA's Working with Natural Processes (WwNP) dataset has been interrogated to identify 
opportunities for Natural Flood Management (NFM) to reduce flood risk to the site and 
surrounding areas. There are no opportunities that could benefit the site. 

2.5 Emergency planning 

2.5.1 Flood warning 

The EA operates a Flood Warning Service for properties located within a Flood Warning 
Area (FWA) for when a flood event is expected to occur. The site is not located within a 
FWA. 

Flood alerts may be issued before a flood warning for properties located within a Flood Alert 
Area (FAA) to provide advance notice of the possibility of flooding. A flood alert may be 
issued when there is less confidence that flooding will occur in a FWA. The site is not 
located within a FAA. 

2.5.2 Access and escape routes 

Based on available information on fluvial flooding, safe access and escape routes would 
likely be achievable via Dover Street to the north or Egerton Street to the east (Figure 2-2). 
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Figure 2-2: Potential access and escape routes 

2.6 Observations, mitigation options, site suitability, sequential approach to 
development management - fluvial 

 Observations: 

o The proposed development of the site would see a change in the risk 
classification from less vulnerable to more vulnerable, according to the NPPF. 

o Given the change in use and therefore vulnerability of the site, the LPA must 
consider whether the change of use is acceptable and whether the 
development can be designed to be safe, including for adequate emergency 
planning provision, accounting for the information provided in this Level 2 
SFRA (para 014 FRCC-PPG). 

o The site is wholly located within Flood Zone 1 and therefore at low risk from 
rivers. 

o The site is not shown to be at additional risk from climate change. 

 Access and escape: 

o Safe access and escape routes would likely be achievable via Dover Street to 
the north or Egerton Street to the east. 

 

  

T

T
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3 Flood risk from surface water 

3.1 Existing risk 

3.1.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 
Present Day 

Based on the EA's national scale Flood Map for Planning - Surface Water Spatial Planning 
Extents Present Day map (June 2026), the majority of the site is situated outside of the 
0.1% AEP surface water flood extent (Table 3-1). Modelled surface water risk to the site is 
largely confined to an area of ponding in the centre of the site in the 0.1% AEP event 
(Figure 3-1). Surface water risk in the 3.3% AEP and 1% AEP events is nominal, impacting 
the boundaries of the site.  

Greatest flood depths onsite in the 1% AEP event are shown to be shallow and not exceed 
0.15 m (Figure 3-2). Surface water flood depths are also shown to rarely exceed 0.15 m in 
the 0.1% AEP event.  

Safe access and escape routes would likely be achievable via Dover Street in all events. 
The surface water flow path to the north of the site is along the railway line, situated at a 
lower elevation than the surrounding roads. Safe access and escape routes towards the 
north (via the A575) would therefore likely be achievable. 

Table 3-1: Existing surface water flood risk based on percentage area at risk using the 
Flood Map for Planning - Surface Water Spatial Planning Extent Present Day map 

Less than 0.1% AEP 
event (% area) 

0.1% AEP event 
(% area) 

1% AEP event (% 
area) 

3.3% AEP event 
(% area) 

85 13 1 1 
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Figure 3-1: Flood Map for Planning - Surface Water Spatial Planning Extents Present Day  
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Figure 3-2: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Present 
Day for the 1% AEP event 

3.1.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning data does not include hazard information suitable for planning purposes. 
Therefore, this Level 2 SFRA considers the third generation Risk of Flooding from Surface 
Water (RoFSW) hazard mapping in addition to the Flood Map for Planning - Surface Water 
Spatial Planning extents and depths, as the best available information. Updated surface 
water hazard information would need to be confirmed at the site-specific FRA stage. 

The EA's national scale third generation RoFSW map shows there to be no surface water 
risk to the site in the 1% AEP event (Figure 3-3). There are therefore clear differences 
between the Flood Map for Planning - Surface Water Spatial Planning map and the third 
generation RoFSW hazard mapping. The Flood Map for Planning - Surface Water Spatial 
Planning data does not map flooding less than 0.075m (7.5cm) in depth. Therefore, where 
the map may show no flooding, there may be shallow flooding up to a depth of 0.075m. In 
contrast, the third generation RoFSW does not map flooding with a hazard rating of less 
than 0.575. This could explain the differences observed between the Flood Map for 
Planning and third generation RoFSW maps. 
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Figure 3-3: Third generation - Risk of Flooding from Surface Water map present day 1% 
AEP event surface water flood hazard1 

3.2 Impacts from climate change 

3.2.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 
Climate Change  

The EA's climate change allowance guidance states that SFRA's should assess the upper 
end peak rainfall allowance for the 2070s epoch. This dataset is included in the EA's 
national scale Flood Map for Planning - Surface Water Spatial Planning Climate Change 
dataset (June 2026). The peak rainfall intensity allowances for the Irwell management 
catchment are shown in Table 3-2. The allowance for the 0.1% AEP event is not stated in 
the EA guidance. 

  

 
1 Based on Section 7.5 Hazard rating. What is the Risk of Flooding from Surface Water 
map? Report version 2.0. April 2019. Environment Agency 
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Table 3-2: Peak rainfall intensity allowances for the Irwell management catchment 

Return period Central allowance 2070s (% 
increase) 

Upper end allowance 2070s 
(% increase) 

3.3% AEP 30 40 

1% AEP 30 45 

 

Figure 3-4 shows the surface water flood extents for the 2070s upper end climate change 
scenario. Surface water risk is shown to increase in extent with climate change, particularly 
within the central and eastern areas of the site in the 0.1% AEP event. 

The greatest flood depths onsite in the 1% AEP event are shown to increase to between 
0.3 and 0.6 m (Figure 3-5), however this is confined to a small area in the east of the site. 
Safe access and escape routes would likely remain achievable via Dover Street in all 
events. 

 

Figure 3-4: Flood Map for Planning - Surface Water Spatial Planning Extents Climate 
Change (2070s Upper End) 



 

RLW-JBA-XX-XX-RP-EN-0028-S3-P03-515  12 

 

Figure 3-5: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Climate 
Change for the 1% AEP event (2070s Upper End) 

3.2.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning climate change data does not include hazard information suitable for planning 
purposes. This Level 2 SFRA therefore considers the 0.1% AEP surface water event as a 
conservative proxy for the 1% AEP event plus climate change, as the best available 
information to assess surface water flood hazards. The impact of climate change on surface 
water flood hazards should be considered at the site-specific FRA stage. 

Using the RoFSW 0.1% AEP event as a proxy, future surface water flood hazard in the 
RoFSW 1% AEP event is categorised as 'low' (Figure 3-6). 
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Figure 3-6: 0.1% AEP event surface water flood hazard1, as a proxy for the 1% AEP event 
plus climate change (Third generation - Risk of Flooding from Surface Water map) 

3.3 Sewer flood risk 

United Utilities provided their historic risk registers which were aggregated by ward. There 
are no recorded sewer flooding incidents within the immediate vicinity of the site. There 
have been four recorded flooding incidents within the Farnworth North Ward within which 
the site is located. 

3.4 Observations, mitigation options, site suitability, sequential approach to 
development management - surface water 

 Current risk to the site is predominantly low, with 85% of the site being outside of 
the 0.1% AEP surface water flood extent. Present day surface water risk is 
shown to be largely confined to an area of ponding in the centre of the site in the 
0.1% AEP event. Surface water risk in the 3.3% AEP and 1% AEP events is 
nominal, impacting the boundaries of the site.  

 Risk to the site is shown to increase in extent with climate change, particularly 
within the central and eastern areas of the site in the 0.1% AEP event. 

  
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 Any drainage strategy must ensure there is no increase in surface water flood 
risk elsewhere as a result of new development. Brownfield runoff rates or 
betterment should apply. The developer should consult the LLFA and follow local 
and National SuDS guidance. 

 Safe access and escape routes would likely be achievable via Dover Street in all 
events. 
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4 Groundwater, geology and SuDS suitability 

Risk of groundwater emergence is assessed in this SFRA using JBA's 5m Groundwater 
Emergence Map. Figure 4-1 shows the map covering the site and the surrounding areas. 
Table 5-1 explains the risk classifications.  

The site is within an area where there is no risk of groundwater emergence. Infiltration 
SuDS may therefore be suitable.  

 

Figure 4-1: JBA 5m Groundwater Emergence Map 
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Table 4-1: Groundwater Hazard Classification 

Groundwater 
head difference 
(m)*  

Class label  

0 to 0.025  Groundwater levels are either at very near (within 0.025m of) the 
ground surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to both 
surface and subsurface assets. Groundwater may emerge at 
significant rates and has the capacity to flow overland and/or pond 
within any topographic low spots.  

0.025 to 0.5  Groundwater levels are between 0.025m and 0.5m below the ground 
surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to surface 
and subsurface assets. There is the possibility of groundwater 
emerging at the surface locally.  

0.5 to 5  Groundwater levels are between 0.5m and 5m below the ground 
surface in the 100-year return period flood event  
There is a risk of flooding to subsurface assets, but surface 
manifestation of groundwater is unlikely.  

>5  Groundwater levels are at least 5m below the ground surface in the 
100-year return period flood event.  
Flooding from groundwater is not likely.  

N/A  No risk.  
This zone is deemed as having a negligible risk from groundwater 
flooding due to the nature of the local geological deposits.  

*Difference is defined as ground surface in mAOD minus modelled groundwater table in 
mAOD. 

 

The underlying bedrock within the site is a combination of mudstone, siltstone, sandstone, 
coal, ironstone and ferricrete (Figure 4-2). Mudstone, siltstone, coal, ironstone and ferricrete 
typically have low permeability, whereas sandstone has a higher permeability. Therefore, it 
is likely that the bedrock beneath the site will contribute to lower levels of infiltration and 
lower water tables, which is reflected in the groundwater emergence mapping at the site 
(Figure 4-1). 
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Figure 4-2: BGS Geology - Bedrock and superficial deposits 
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5 Residual risk 

Although a site may be afforded some protection from defences and / or drainage 
infrastructure, there is always a residual risk of flooding from asset failure i.e. defence 
breaches, or blockages of culverts or drainage assets.  

There does not appear to be any residual risk to the site from asset blockage or defence 
breach. 

5.1 Flood risk from reservoirs 

The EA's Reservoir Flood Maps (RFM) (2021) show where water may go in the unlikely 
event of a reservoir or dam failure. The RFM shows that there is no modelled risk to the site 
as a result of a reservoir breach. 
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6 Overall site assessment 

6.1 Can part b) of the exception test be passed? 

This site is not required to pass part b) of the exception test, as it is not located within Flood 
Zone 3a, however it must still be proven that the development can be safe for its lifetime, 
which is generally considered to be 100 years for residential development. 

6.2 Recommendations and site-specific FRA requirements 

Based on the evidence presented in the Level 1 SFRA (2026) and this Level 2 SFRA: 

 The proposed development of the site would see a change in the risk 
classification from less vulnerable to more vulnerable, according to the NPPF. 

 It should be appropriate to develop this site for more vulnerable purposes given 
its location largely within Flood Zone 1 and low surface water flood risk, assuming 
surface water flood risk can be managed onsite.  

 A detailed drainage strategy must ensure there is no increase in surface water 
flood risk elsewhere as a result of new development.  

 FRA should be carried out in line with the latest versions of the NPPF; FRCC-
PPG; EA online guidance; the Bolton Local Plan, and national and local SuDS 
policy and guidelines. 

 Throughout the FRA process, consultation should be carried out with, where 
applicable, the local planning authority; the lead local flood authority; emergency 
planning officers; the Environment Agency; United Utilities; the highways 
authorities; and the emergency services. 
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7 Licencing 
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1 Background 

This is a Level 2 Strategic Flood Risk Assessment (SFRA) site screening report for Local 
Plan Site 532. The content of this report assumes the reader has already consulted the 
'Bolton Level 1 SFRA' (2026) and read the 'Bolton Level 2 SFRA Main Report' (2026) and is 
therefore familiar with the terminology used in this report. 

1.1 Site 532 

 Location: Land off Alders Tonge Moor 
 Existing site use: Greenfield 
 Existing site use vulnerability: Water compatible open greenspace 
 Proposed site use: Travelling show people site 
 Proposed site use vulnerability: Highly vulnerable 
 Site area (ha): 4.26 
 Watercourse: Bradshaw Brook main river 
 Environment Agency (EA) model: Detailed model not available 
 Summary of requirements from Level 2 SFRA scoping stage: 

o Assessment of surface water flood extent, depths and hazards 
o Assessment of all other sources of flood risk 
o Assessment of flood risk management measures and natural flood 

management 
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Figure 1-1: Existing site location boundary 
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Figure 1-2: Topography  
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2 Flood risk from rivers 

2.1 Existing risk 

2.1.1 Flood Map for Planning and functional floodplain 

Based on the EA's Flood Map for Planning (June 2026) and Flood Zone 3b (functional 
floodplain), as updated through the Bolton Level 1 SFRA, the percentage areas of each site 
within the flood zones are stated in Table 2-1 and can be viewed on Figure 2-1. This 
version of the Flood Map for Planning does not consider flood defence infrastructure 
(Section 2.4).  

The entire site is located in Flood Zone 1 and therefore at low risk of flooding from rivers. 

Table 2-1: Existing flood risk based on percentage area of site at risk 

Flood Zone 1 (% 
area) 

Flood Zone 2 (% 
area) 

Flood Zone 3a (% 
area) 

Flood Zone 3b (% 
area) 

100 0 0 0 
 

 

Figure 2-1: Existing risk 
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2.2 Impacts from climate change 

2.2.1 Flood Map for Planning - climate change 

The site is not likely to be at fluvial risk when considering climate change, based on the 
EA's Flood Map for Planning - Flood Zones plus Climate Change dataset. 

2.3 Historic flood incidents 

The EA's Historic Flood Map (HFM) and Recorded Flood Outlines (RFO) datasets have 
been considered. There are no recorded historic flood events within the vicinity of the site, 
according to these datasets.  

The LLFA provided its historic floods register. There have been no recorded flooding 
incidents within the Tonge with the Haulgh Ward within which the site is located.  

2.4 Flood risk management 

2.4.1 Flood defences 

The site does not benefit from any formal engineered flood defences, according to the EA's 
spatial flood defences dataset. 

2.4.2 Working with Natural Processes 

The EA's Working with Natural Processes (WwNP) dataset has been interrogated to identify 
opportunities for Natural Flood Management (NFM) to reduce flood risk to the site and 
surrounding areas. Within the southern corner of the site there is potential for floodplain 
reconnection. This can help to reduce peak flow and reduce downstream flood depths, 
especially for high frequency, low return period floods. This area is shown on Figure 2-2. 
The WwNP mapping is broadscale and indicative. Further investigation is required for any 
land shown to have potential for WwNP. 
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Figure 2-2: Natural Flood Management (NFM) potential mapping 

2.5 Emergency planning 

2.5.1 Flood warning 

The EA operates a Flood Warning Service for properties located within a Flood Warning 
Area (FWA) for when a flood event is expected to occur. The site is not located within a 
FWA. 

Flood alerts may be issued before a flood warning for properties located within a Flood Alert 
Area (FAA) to provide advance notice of the possibility of flooding. A flood alert may be 
issued when there is less confidence that flooding will occur in a FWA. The eastern side of 
the site is located within a FAA, namely the 013WAFUI - Upper River Irwell catchment with 
Oldham, Bolton, Rochdale, Haslingden, Ramsbottom and Rawtenstall FAA, as shown in 
Figure 2-3. 
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Figure 2-3: EA Flood Warnings and Flood Alerts 

2.5.2 Access and escape routes 

Based on available information on fluvial flooding, safe access and escape routes should 
be achievable from the eastern boundary via The Alders and south to Thicketford Road 
during a flood event (Figure 2-4). 
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Figure 2-4: Potential access and escape routes 

2.6 Observations, mitigation options, site suitability, sequential approach to 
development management - fluvial 

 Observations: 

o The proposed inhabitation of the site would see a change in the risk 
classification from water compatible open greenspace to highly vulnerable, 
according to the NPPF. 

o Given the change in use and therefore vulnerability of the site, the LPA must 
consider whether the change of use is acceptable and whether the site can be 
designed to be safe, including for adequate emergency planning provision, 
accounting for the information provided in this Level 2 SFRA (para 014 FRCC-
PPG). 

o The site is wholly located within Flood Zone 1 and therefore at low risk from 
rivers. 

o The site is not shown to be at additional risk from climate change. 

 Access and escape: 

o Safe access and escape routes would likely be achievable via The Alders to 
the east of the site and south to Thicketford Road. 

T
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o EA flood alerts should continue to be in place to ensure early evacuation of 
site users before an extreme flood event occurs.  
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3 Flood risk from surface water 

3.1 Existing risk 

3.1.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 
Present Day 

Based on the EA's national scale Flood Map for Planning - Surface Water Spatial Planning 
Extents Present Day map (June 2026), the majority of the site is situated outside of the 
0.1% AEP surface water flood extent (Table 3-1). However, there are several areas of 
ponding within across the site, as well as two flow paths that begin onsite and flow offsite 
via the southwestern boundary in all events (Figure 3-1). 

Greatest flood depths within the site in the 1% AEP event are shown to be between 0.3 and 
0.6 m (Figure 3-2). However, for the majority of the risk areas, depths do not exceed 0.3 m.  

Safe access and escape routes would likely be achievable via The Alders to the east of the 
site in all events. 

Table 3-1: Existing surface water flood risk based on percentage area at risk using the 
Flood Map for Planning - Surface Water Spatial Planning Extent Present Day map 

Less than 0.1% AEP 
event (% area) 

0.1% AEP event 
(% area) 

1% AEP event (% 
area) 

3.3% AEP event 
(% area) 

85 5 6 4 
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Figure 3-1: Flood Map for Planning - Surface Water Spatial Planning Extents Present Day 
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Figure 3-2: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Present 
Day for the 1% AEP event 

3.1.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning data does not include hazard information suitable for planning purposes. 
Therefore, this Level 2 SFRA considers the third generation Risk of Flooding from Surface 
Water (RoFSW) hazard mapping in addition to the Flood Map for Planning - Surface Water 
Spatial Planning extents and depths, as the best available information. Updated surface 
water hazard information should be confirmed at the site-specific FRA stage. 

Based on the EA's national scale third generation RoFSW map, the greatest flood hazard 
within the site in the 1% AEP surface water event is categorised as 'moderate' (Figure 3-3). 
There are differences between the Flood Map for Planning - Surface Water Spatial 
Planning Depths Present Day map and the third generation RoFSW hazard mapping. The 
Flood Map for Planning - Surface Water Spatial Planning Depths Present Day data does 
not map flooding less than 0.075m (7.5cm) in depth. Therefore, where the map may show 
no flooding, there may be shallow flooding up to a depth of 0.075m. In contrast, the third 
generation RoFSW does not map flooding with a hazard rating of less than 0.575. This 
could explain the differences observed between the Flood Map for Planning and third 
generation RoFSW maps. 
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Figure 3-3: Third generation - Risk of Flooding from Surface Water map present day 1% 
AEP event surface water flood hazard1 

3.2 Impacts from climate change 

3.2.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 

The EA's climate change allowance guidance states that SFRA's should assess the upper 
end peak rainfall allowance for the 2070s epoch. This dataset is now included in the EA's 
national scale Flood Map for Planning - Surface Water Spatial Planning Climate Change 
dataset (May 2026). The peak rainfall intensity allowances for the Irwell management 
catchment are shown in Table 3-2. The allowance for the 0.1% AEP event is not stated in 
the EA guidance. 

  

 
1 Based on Section 7.5 Hazard rating. What is the Risk of Flooding from Surface Water 
map? Report version 2.0. April 2019. Environment Agency 
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Table 3-2: Peak rainfall intensity allowances for the Irwell management catchment 

Return period Central allowance 2070s (% 
increase) 

Upper end allowance 2070s 
(% increase) 

3.3% AEP 30 40 

1% AEP 30 45 

 

Figure 3-4 shows the surface water flood extents for the 2070s upper end climate change 
scenario. Risk is shown to increase with the areas of ponding increasing in extent in all 
events when considering climate change. In the low risk event, areas of ponding in the 
southwestern corner of the site are shown to converge into a large flow path (Figure 3-4). 

The greatest flood depths onsite in the 1% AEP event are shown to remain between 0.3 
and 0.6 m (Figure 3-5). Safe access and escape routes may still be achievable via The 
Alders to the east, though this must be confirmed at the FRA stage given the increased risk.   

 

Figure 3-4: Flood Map for Planning - Surface Water Spatial Planning Extents Climate 
Change (2070s Upper End) 
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Figure 3-5: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Climate 
Change for the 1% AEP event (2070s Upper End) 

3.2.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning Climate Change data does not include hazard information suitable for planning 
purposes. This Level 2 SFRA therefore considers the RoFSW low risk surface water event 
as a conservative proxy for the RoFSW medium risk event plus climate change, as the best 
available information to assess surface water flood hazards. The impact of climate change 
on surface water flood hazards should be considered at the site-specific FRA stage. 

Using the RoFSW low risk event as a proxy, future surface water flood hazard in the 
RoFSW medium risk event is categorised as 'significant' (Figure 3-6). 
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Figure 3-6: Low risk event surface water flood hazard1, as a proxy for the medium risk 
event plus climate change (Third generation - Risk of Flooding from Surface Water map) 

3.3 Sewer flood risk 

United Utilities provided their historic risk registers which were aggregated by ward. There 
are no recorded sewer flooding incidents within the immediate vicinity of the site. There 
have been four recorded flooding incidents within the Tonge with the Haulgh Ward within 
which the site is located. 

3.4 Observations, mitigation options, site suitability, sequential approach to 
development management - surface water 

 Although the site is largely situated outside of the 0.1% AEP event, surface water 
risk is present onsite as several areas of ponding and two flow paths emerging 
onsite and flowing offsite. Surface water risk is present in all events. 

 Risk to the site is shown to increase in both extent and depth in all events when 
considering the impact of climate change.  

 Any caravans or temporary accommodation onsite must be sited away from the 
risk areas. This will require informing via a detailed drainage strategy as part of 
the FRA. The strategy must ensure there is no increase in surface water flood 
risk elsewhere were the site to be inhabited. Existing runoff rates or betterment 
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should apply. The developer should consult the LLFA and follow local and 
National SuDS guidance. 

 The availability of safe access and escape routes via The Alders during a future 
surface water flood event should be assessed at the FRA stage.  
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4 Groundwater, geology and SuDS suitability 

Risk of groundwater emergence is assessed in this SFRA using JBA's 5m Groundwater 
Emergence Map. Figure 4-1 shows the map covering the site and the surrounding areas. 
Table 5-1 explains the risk classifications.  

The entirety of the site is within an area where groundwater levels are at or very near the 
ground surface in the 100-year return period flood event. There is a risk of groundwater 
flooding to both surface and subsurface assets. Groundwater may emerge at significant 
rates and has the capacity to flow overland and/or pond within any topographic low spots. 
Infiltration SuDS are therefore unsuitable. Were inhabitation of the site to be considered, 
the site-specific FRA should fully investigate ground conditions, and groundwater levels 
through seasonal percolation testing in both wet and dry weather conditions. 

 

Figure 4-1: JBA 5m Groundwater Emergence Map 
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Table 4-1: Groundwater Hazard Classification 

Groundwater 
head difference 
(m)*  

Class label  

0 to 0.025  Groundwater levels are either at very near (within 0.025m of) the 
ground surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to both 
surface and subsurface assets. Groundwater may emerge at 
significant rates and has the capacity to flow overland and/or pond 
within any topographic low spots.  

0.025 to 0.5  Groundwater levels are between 0.025m and 0.5m below the ground 
surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to surface 
and subsurface assets. There is the possibility of groundwater 
emerging at the surface locally.  

0.5 to 5  Groundwater levels are between 0.5m and 5m below the ground 
surface in the 100-year return period flood event  
There is a risk of flooding to subsurface assets, but surface 
manifestation of groundwater is unlikely.  

>5  Groundwater levels are at least 5m below the ground surface in the 
100-year return period flood event.  
Flooding from groundwater is not likely.  

N/A  No risk.  
This zone is deemed as having a negligible risk from groundwater 
flooding due to the nature of the local geological deposits.  

*Difference is defined as ground surface in mAOD minus modelled groundwater table in 
mAOD. 

 

The underlying bedrock within the site is a combination of mudstone, siltstone, sandstone, 
coal, ironstone and ferricrete (Figure 4-2). Mudstone, siltstone, coal, ironstone and ferricrete 
typically have low permeability, whereas sandstone has a higher permeability.  
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Figure 4-2: BGS Geology - Bedrock and superficial deposits 
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5 Residual risk 

Although a site may be afforded some protection from defences and / or drainage 
infrastructure, there is always a residual risk of flooding from asset failure i.e. defence 
breaches, or blockages of culverts or drainage assets. 

There does not appear to be any residual risk to the site from asset blockage or defence 
breach. 

5.1 Flood risk from reservoirs 

The EA's Reservoir Flood Maps (RFM) (2021) show where water may go in the unlikely 
event of a reservoir or dam failure. Figure 5-1 shows the RFM in a 'dry day' and 'wet day' 
scenario. A 'dry day' scenario assumes that the water level in the reservoir is the same as 
the spillway level or the underside of the roof for a service reservoir and the watercourses 
upstream and downstream of the reservoir are at a normal level. A 'wet day' scenario 
assumes a worst-case scenario where a reservoir releases water held on a 'wet day' when 
local rivers have already overflowed their banks. 

The site is at risk from three reservoirs, namely Entwistle and Wayoh, located in Blackburn 
with Darwen and Jumbles reservoir located within the Bolton authority area. These are all 
operated by United Utilities.  

The EA's SFRA guidance states that where a proposed development site is at flood risk 
from a reservoir, then an assessment into whether the reservoir design or maintenance 
schedule needs improving should be carried out. Expert advice may be required from an 
all-reservoirs panel engineer. The Council should consult the relevant reservoir undertaker 
to ascertain whether the proposed inhabitation of the site could affect the reservoir’s risk 
designation, it’s design category or how it is operated. The Council, as category 1 
responders, can access more detailed information about reservoir risk and reservoir owners 
using the Resilience Direct system. 
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Figure 5-1: Flood risk from reservoirs 

5.2 Observations, mitigation options and site suitability - residual risk  

 The site is at potential residual risk from a breach of three reservoirs, namely 
Entwistle, Wayoh and Jumbles, in both the 'dry day' and 'wet day' scenarios. 

 Given the potential reservoir risk to the site, developers should consider2: 

o Consulting with the local resilience forum for advice on emergency planning, 
o Consulting with relevant reservoir owners to understand the impact 

inhabitation of the site may have on their reservoirs, and 
o Using this Level 2 SFRA to understand whether the site can be considered 

safe throughout its lifetime.  

  

 
2 Reservoir flood maps: when and how to use them | Environment Agency | 2021 
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6 Overall site assessment 

6.1 Can part b) of the exception test be passed? 

The site is not required to pass part b) of the exception test, as it is not located within Flood 
Zone 2. However, it must be proven that the site can be safe for its lifetime. 

6.2 Recommendations and site-specific FRA requirements 

Based on the evidence presented in the Level 1 SFRA (2026) and this Level 2 SFRA: 

 The proposed inhabitation of the site would see a change in the risk classification 
from water compatible open greenspace to highly vulnerable, according to the 
NPPF. 

 It may be appropriate to locate the travelling community on this site, given its 
location within Flood Zone 1. However, it may be challenging to develop this site 
and mitigate surface water flood risk onsite. The risk areas within the 3.3% AEP 
and 1% AEP events, including for climate change, should remain as open 
greenspace for flood mitigation which may require design through a drainage 
strategy. 

 A detailed drainage strategy will be required to ensure homes can be located in 
areas safe from flood risk and to ensure there is no increase in surface water 
flood risk elsewhere as a result. The strategy must carry out a detailed 
assessment of ground conditions and seasonal groundwater levels.   

 United Utilities should be consulted to understand whether inhabitation of the site 
would impact the risk designation of Entwistle, Wayoh and Jumbles reservoirs. 

 An FRA should be carried out in line with the latest versions of the NPPF; FRCC-
PPG; EA online guidance; the Bolton Local Plan, and national and local SuDS 
policy and guidelines. 

 Throughout the FRA process, consultation should be carried out with, where 
applicable, the local planning authority; the lead local flood authority; emergency 
planning officers; the Environment Agency; United Utilities; the highways 
authorities; and the emergency services. 
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7 Licencing 

To cover all figures within this report: 

 Contains Environment Agency information © Environment Agency and/or 
database right [2026] 

 Contains public sector information licensed under the Open Government Licence 
v3.0. © Crown copyright and database rights [2026] 

 Bolton Council Ordnance Survey licence number: AC 0000850551 [2026] 
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1 Background 

This is a Level 2 Strategic Flood Risk Assessment (SFRA) site screening report for Local 
Plan Site 653. The content of this report assumes the reader has already consulted the 
'Bolton Level 1 SFRA' (2026) and read the 'Bolton Level 2 SFRA Main Report' (2026) and is 
therefore familiar with the terminology used in this report. 

1.1 Site 653 

 Location: Former Ikon Site 
 Existing site use: Disused brownfield, former nightclub 
 Existing site use vulnerability: Less vulnerable 
 Proposed site use: Mixed Use 
 Proposed site use vulnerability: More vulnerable 
 Site area (ha): 0.14 
 Watercourse: N/A 
 Environment Agency (EA) model: N/A 
 Summary of requirements from Level 2 SFRA scoping stage: 

o Assessment of surface water flood extent, depths and hazards 
o Assessment of all other sources of flood risk 
o Assessment of flood risk management measures and natural flood 

management 
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Figure 1-1: Existing site location boundary 
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Figure 1-2: Topography  
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2 Flood risk from rivers 

2.1 Existing risk 

2.1.1 Flood Map for Planning and functional floodplain 

Based on the EA's Flood Map for Planning (June 2026) and Flood Zone 3b (functional 
floodplain), as updated through the Bolton Level 1 SFRA, the percentage areas of each site 
within the flood zones are stated in Table 2-1 and can be viewed on Figure 2-1. This 
version of the Flood Map for Planning does not consider flood defence infrastructure 
(Section 2.4).  

The entire site is located in Flood Zone 1 and therefore at low risk of flooding from rivers. 

Table 2-1: Existing flood risk based on percentage area of site at risk 

Flood Zone 1 (% 
area) 

Flood Zone 2 (% 
area) 

Flood Zone 3a (% 
area) 

Flood Zone 3b (% 
area) 

100 0 0 0 
 

 

Figure 2-1: Existing risk 
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2.2 Impacts from climate change 

2.2.1 Flood Map for Planning - climate change 

The site is not likely to be at fluvial risk when considering climate change, based on the 
EA's Flood Map for Planning - Flood Zones plus Climate Change dataset. 

2.3 Historic flood incidents 

The EA's Historic Flood Map (HFM) and Recorded Flood Outlines (RFO) datasets have 
been considered. There are no recorded historic flood events within the vicinity of the site, 
according to these datasets.  

The LLFA provided its historic floods register. There have been no recorded flooding 
incidents within the Queens Park & Central Ward within which the site is located.  

2.4 Flood risk management 

2.4.1 Flood defences 

The site does not benefit from any formal engineered flood defences, according to the EA's 
spatial flood defences dataset. 

2.4.2 Working with Natural Processes 

The EA's Working with Natural Processes (WwNP) dataset has been interrogated to identify 
opportunities for Natural Flood Management (NFM) to reduce flood risk to the site and 
surrounding areas. There are no opportunities that could benefit the site. 

2.5 Emergency planning 

2.5.1 Flood warning 

The EA operates a Flood Warning Service for properties located within a Flood Warning 
Area (FWA) for when a flood event is expected to occur. The site is not located within a 
FWA. 

Flood alerts may be issued before a flood warning for properties located within a Flood Alert 
Area (FAA) to provide advance notice of the possibility of flooding. A flood alert may be 
issued when there is less confidence that flooding will occur in a FWA. The site is not 
located within a FAA. 

2.5.2 Access and escape routes 

Based on available information on fluvial flooding, safe access and escape routes via St 
Georges Road to the north of the site and Bridge Street to the east (Figure 2-2). 
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Figure 2-2: Potential access and escape routes 

2.6 Observations, mitigation options, site suitability, sequential approach to 
development management - fluvial 

 Observations: 

o The proposed development of the site would see a change in the risk 
classification from less vulnerable to more vulnerable, according to the NPPF. 

o Given the change in use and therefore vulnerability of the site, the LPA must 
consider whether the change of use is acceptable and whether the 
development can be designed to be safe, including for adequate emergency 
planning provision, accounting for the information provided in this Level 2 
SFRA (para 014 FRCC-PPG). 

o The site is wholly located within Flood Zone 1 and therefore at low risk from 
rivers. 

o The site is not shown to be at additional risk from climate change. 

 Access and escape: 

o Safe access and escape routes would likely be achievable via St Georges 
Road to the north of the site and Bridge Street to the east. 

  

T

T
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3 Flood risk from surface water 

3.1 Existing risk 

3.1.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 
Present Day 

Based on the EA's national scale Flood Map for Planning - Surface Water Spatial Planning 
Extents Present Day map (June 2026), the majority of the site is situated outside of the 
0.1% AEP surface water flood extent (Table 3-1). However, there is an area of ponding 
within the centre and south of the site in all events (Figure 3-1). 

Greatest flood depths within the site in the 1% AEP event are shown to be between 0.3 and 
0.6 m (Figure 3-2), however for the majority of the area at risk depths do not exceed 0.3 m.  

Safe access and escape routes would likely be achievable via St Georges Road to the 
north of the site and Bridge Street to the east in all events. 

Table 3-1: Existing surface water flood risk based on percentage area at risk using the 
Flood Map for Planning - Surface Water Spatial Planning Extent Present Day map 

Less than 0.1% AEP 
event (% area) 

0.1% AEP event 
(% area) 

1% AEP event (% 
area) 

3.3% AEP event 
(% area) 

67 19 1 13 
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Figure 3-1: Flood Map for Planning - Surface Water Spatial Planning Extents Present Day 
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Figure 3-2: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Present 
Day for the 1% AEP event 

3.1.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning data does not include hazard information suitable for planning purposes. 
Therefore, this Level 2 SFRA considers the third generation Risk of Flooding from Surface 
Water (RoFSW) hazard mapping in addition to the Flood Map for Planning - Surface Water 
Spatial Planning extents and depths, as the best available information. Updated surface 
water hazard information should be confirmed at the site-specific FRA stage. 

Based on the EA's national scale third generation RoFSW map, the greatest flood hazard 
within the site in the 1% AEP surface water event is categorised as 'moderate' (Figure 3-3). 
There are clear differences between the Flood Map for Planning - Surface Water Spatial 
Planning Depths Present Day map and the third generation RoFSW hazard mapping. The 
Flood Map for Planning - Surface Water Spatial Planning Depths Present Day data does 
not map flooding less than 0.075m (7.5cm) in depth. Therefore, where the map may show 
no flooding, there may be shallow flooding up to a depth of 0.075m. In contrast, the third 
generation RoFSW does not map flooding with a hazard rating of less than 0.575. This 
could explain the differences observed between the Flood Map for Planning and third 
generation RoFSW maps. 
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Figure 3-3: Third generation - Risk of Flooding from Surface Water map present day 1% 
AEP event surface water flood hazard1 

3.2 Impacts from climate change 

3.2.1 Flood Map for Planning - Surface Water Spatial Planning Extents and Depths 

The EA's climate change allowance guidance states that SFRA's should assess the upper 
end peak rainfall allowance for the 2070s epoch. This dataset is now included in the EA's 
national scale Flood Map for Planning - Surface Water Spatial Planning Climate Change 
dataset (May 2026). The peak rainfall intensity allowances for the Irwell management 
catchment are shown in Table 3-2. The allowance for the 0.1% AEP event is not stated in 
the EA guidance. 

  

 
1 Based on Section 7.5 Hazard rating. What is the Risk of Flooding from Surface Water 
map? Report version 2.0. April 2019. Environment Agency 
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Table 3-2: Peak rainfall intensity allowances for the Irwell management catchment 

Return period Central allowance 2070s (% 
increase) 

Upper end allowance 2070s 
(% increase) 

3.3% AEP 30 40 

1% AEP 30 45 

 

Figure 3-4 shows the surface water flood extents for the 2070s upper end climate change 
scenario. The area of ponding within the centre and south of the site is shown to increase in 
extent in all events when considering climate change (Figure 3-4). 

The greatest flood depths onsite in the 1% AEP event are shown to increase to between 
1.2 and 2.3 m within a small area of ponding along the southern boundary of the site 
(Figure 3-5). Safe access and escape routes would likely remain achievable via St Georges 
Road to the north of the site and Bridge Street to the east.   

 

Figure 3-4: Flood Map for Planning - Surface Water Spatial Planning Extents Climate 
Change (2070s Upper End) 
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Figure 3-5: Flood Map for Planning - Surface Water Spatial Planning Depths (m) Climate 
Change for the 1% AEP event (2070s Upper End) 

3.2.2 Risk of Flooding from Surface Water - Third Generation Hazard 

At the time of writing, the EA's latest Flood Map for Planning - Surface Water Spatial 
Planning Climate Change data does not include hazard information suitable for planning 
purposes. This Level 2 SFRA therefore considers the RoFSW low risk surface water event 
as a conservative proxy for the RoFSW medium risk event plus climate change, as the best 
available information to assess surface water flood hazards. The impact of climate change 
on surface water flood hazards should be considered at the site-specific FRA stage. 

Using the RoFSW low risk event as a proxy, future surface water flood hazard in the 
RoFSW medium risk event is categorised as 'moderate' (Figure 3-6). 
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Figure 3-6: Low risk event surface water flood hazard1, as a proxy for the medium risk 
event plus climate change (Third generation - Risk of Flooding from Surface Water map) 

3.3 Sewer flood risk 

United Utilities provided their historic risk registers which were aggregated by ward. There 
are no recorded sewer flooding incidents within the immediate vicinity of the site. There 
have been three recorded flooding incidents within the Queens Park & Central Ward within 
which the site is located. 

3.4 Observations, mitigation options, site suitability, sequential approach to 
development management - surface water 

 Although the site is largely situated outside of the 0.1% AEP event, surface water 
risk is present onsite as a distinct area of ponding within the centre and south. 
Surface water risk is present in all events. 

 Given the size of the site, it may be challenging to manage and contain surface 
water flood risk onsite. 

 Risk to the site is shown to increase in both extent and depth within the area of 
ponding in all events when considering the impact of climate change.  

 Any drainage strategy must ensure there is no increase in surface water flood 
risk elsewhere as a result of new development. Brownfield runoff rates or 
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betterment should apply. The developer should consult the LLFA and follow local 
and National SuDS guidance. 

 Assessment of the current drainage system in place should be carried out to 
ascertain any current capacity issues and whether the current system could 
accommodate the proposed residential development or whether further capacity 
will be required.   

 Safe access and escape routes would likely be achievable via St Georges Road 
to the north and Bridge Street to the east of the site. 
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4 Groundwater, geology and SuDS suitability 

Risk of groundwater emergence is assessed in this SFRA using JBA's 5m Groundwater 
Emergence Map. Figure 4-1 shows the map covering the site and the surrounding areas. 
Table 5-1 explains the risk classifications.  

The majority of the site is within an area where there is no risk of groundwater emergence. 
Infiltration SuDS may therefore be suitable.  

 

Figure 4-1: JBA 5m Groundwater Emergence Map 
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Table 4-1: Groundwater Hazard Classification 

Groundwater 
head difference 
(m)*  

Class label  

0 to 0.025  Groundwater levels are either at very near (within 0.025m of) the 
ground surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to both 
surface and subsurface assets. Groundwater may emerge at 
significant rates and has the capacity to flow overland and/or pond 
within any topographic low spots.  

0.025 to 0.5  Groundwater levels are between 0.025m and 0.5m below the ground 
surface in the 100-year return period flood event.  
Within this zone there is a risk of groundwater flooding to surface 
and subsurface assets. There is the possibility of groundwater 
emerging at the surface locally.  

0.5 to 5  Groundwater levels are between 0.5m and 5m below the ground 
surface in the 100-year return period flood event  
There is a risk of flooding to subsurface assets, but surface 
manifestation of groundwater is unlikely.  

>5  Groundwater levels are at least 5m below the ground surface in the 
100-year return period flood event.  
Flooding from groundwater is not likely.  

N/A  No risk.  
This zone is deemed as having a negligible risk from groundwater 
flooding due to the nature of the local geological deposits.  

*Difference is defined as ground surface in mAOD minus modelled groundwater table in 
mAOD. 

 

The underlying bedrock within the site is a combination of mudstone, siltstone, sandstone, 
coal, ironstone and ferricrete (Figure 4-2). Mudstone, siltstone, coal, ironstone and ferricrete 
typically have low permeability, whereas sandstone has a higher permeability. Therefore, it 
is likely that the bedrock beneath the site will contribute to lower levels of infiltration and 
lower water tables. This is reflected in the groundwater emergence mapping showing a low 
risk of groundwater emergence (Figure 4-1). 



 

RLW-JBA-XX-XX-RP-EN-0029-S3-P03-653  17 

 

Figure 4-2: BGS Geology - Bedrock and superficial deposits 
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5 Residual risk 

Although a site may be afforded some protection from defences and / or drainage 
infrastructure, there is always a residual risk of flooding from asset failure i.e. defence 
breaches, or blockages of culverts or drainage assets. 

There does not appear to be any residual risk to the site from asset blockage or defence 
breach. 

5.1 Flood risk from reservoirs 

The EA's Reservoir Flood Maps (RFM) (2021) show where water may go in the unlikely 
event of a reservoir or dam failure. Figure 5-1 shows the RFM in a 'dry day' and 'wet day' 
scenario. A 'dry day' scenario assumes that the water level in the reservoir is the same as 
the spillway level or the underside of the roof for a service reservoir and the watercourses 
upstream and downstream of the reservoir are at a normal level. A 'wet day' scenario 
assumes a worst-case scenario where a reservoir releases water held on a 'wet day' when 
local rivers have already overflowed their banks. 

The site is at risk from two reservoirs, namely Doffcocker Lodge and Mortfield Lodge, which 
are both located within the Bolton authority area. These are both operated by Bolton 
Council.  

The EA's SFRA guidance states that where a proposed development site is at flood risk 
from a reservoir, then an assessment into whether the reservoir design or maintenance 
schedule needs improving should be carried out. Expert advice may be required from an 
all-reservoirs panel engineer. The Council should consult the relevant reservoir undertaker 
to ascertain whether the proposed development could affect the reservoir’s risk designation, 
it’s design category or how it is operated. The Council, as category 1 responders, can 
access more detailed information about reservoir risk and reservoir owners using 
the Resilience Direct system. 



 

RLW-JBA-XX-XX-RP-EN-0029-S3-P03-653  19 

 

Figure 5-1: Flood risk from reservoirs 

5.2 Observations, mitigation options and site suitability - residual risk  

 The site is at potential residual risk from a breach of two reservoirs, namely 
Doffcocker Lodge and Mortfield Lodge, in both the 'dry day' and 'wet day' 
scenarios. 

 Given the potential reservoir risk to the site, developers should consider2: 

o Consulting with the local resilience forum for advice on emergency planning, 
o Consulting with relevant reservoir owners to understand the impact 

development may have on their reservoirs, and 
o Using this Level 2 SFRA to understand whether any proposed development 

will be safe throughout its lifetime.  

  

 
2 Reservoir flood maps: when and how to use them | Environment Agency | 2021 
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6 Overall site assessment 

6.1 Can part b) of the exception test be passed? 

The site is not required to pass part b) of the exception test, as it is not located within Flood 
Zone 3a. However, it must be proven that the development can be safe for their lifetime, 
which is generally considered to be 100 years for residential development and 75 years for 
non-residential. 

6.2 Recommendations and site-specific FRA requirements 

Based on the evidence presented in the Level 1 SFRA (2026) and this Level 2 SFRA: 

 The proposed development of the site would see a change in the risk 
classification from less vulnerable to more vulnerable, according to the NPPF. 

 It should be appropriate to develop this site for more vulnerable purposes given 
its location largely within Flood Zone 1. However, it may be challenging to 
develop this site and mitigate surface water flood risk onsite. The risk area within 
the 3.3% AEP and 1% AEP events, including for climate change, should be 
converted to open greenspace for flood mitigation which would require design. 

 Were development to be considered, a detailed drainage strategy will be required 
for any new development to ensure there is no increase in surface water flood 
risk elsewhere as a result of new development.  

 Bolton Council should be consulted to understand whether the proposed 
development would impact the risk designation of either Doffcocker Lodge or 
Mortfield Lodge reservoirs. 

 FRA should be carried out in line with the latest versions of the NPPF; FRCC-
PPG; EA online guidance; the Bolton Local Plan, and national and local SuDS 
policy and guidelines. 

 Throughout the FRA process, consultation should be carried out with, where 
applicable, the local planning authority; the lead local flood authority; emergency 
planning officers; the Environment Agency; United Utilities; the highways 
authorities; and the emergency services. 
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7 Licencing 

To cover all figures within this report: 

 Contains Environment Agency information © Environment Agency and/or 
database right [2026] 

 Contains public sector information licensed under the Open Government Licence 
v3.0. © Crown copyright and database rights [2026] 

 Bolton Council Ordnance Survey licence number: AC 0000850551 [2026] 
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